HERCULES 

Portable Air Tools 


>¥111 their way wherever tried 





TYPE 300 SERIES GRINDER 

Here is the newest addition to the 
HERCULES line—a super tool. 
Lighter and Stronger than previous 
models, and smaller in diameter, 
making it still better adapted for 
work in narrow places. 

New Speed Regulation Greatly 
Increases Productive Work 

.-is the grinding pressure is applied , 
the governor allows more air to 
pass into the rotor, maintaining a 
grinding speed within a very limited 
range of the standard free speed of 
the' tool. Should the governing 
action ever become broken or in 
effective, the tool toill instant 1 ', 
stop, instead of “racing.” Further 
details on inside of this folder. 


Standard equipment 
in hundreds of plants 
large and small — 

Page 4 tells why 


Here is a partial list of the large Industrial users ol 
HERCULES PORTABLE TOOLS, 


Fisher Body 
General Electric 
Ford Motor Company 
Westinghouse Air Brake Co. 
International Harvester 
Chevrolet Motor 
American Radiator 
American Locomotive 
Buick Motor 


Ed. G. Budd Manufacturing 
Chrysler Corporation 
Peerless Motor 
Youngstown Sheet & Tube 
National Tube Company 
Carnegie Steel 

Cincinnati Milling Machine Co. 
John Deere Harvester 
Nash Motors, etc. 


. . . and more than 30 different railroads have also 
adopted HERCULES, including, 


New York Central 
Missouri Pacific 
Michigan Central 
Big 4 

Bessemer & Lake Erie 
Nickel Plate 
Illinois Central 
Chicago & North Western 
Canadian Pacific 
Chicago, North Shore & 
Milwaukee 


Rock Island 
Santa Fe 
Burlington 
Southern 

Richmond, Fredericksburg & 
Potomac 
Union Pacific 
Atlantic Coast Line 
Central of Georgia 
Terminal Railway of St. Louis, 
etc. 


Only after comparative TESTS, in the shops of 
these big institutions were HERCULES Tools 
adopted over other tools. They must be right, and 
better than the tools they are replacing—otherwise, 
why such an impressive list of prominent users? 


rhe Buckeye Portable Tool Co. Dayton,0. 









No. 22—3 CONE SANDER 

Speed 6,000 R.P.M. Weight 10 lbs. 
;e with abrasive cones 1ft ' dia.xlft 
>*" long. 


They were able to increase production with Hercules Tools because they 
found them lighter in weight and free from vibration, hence less tiring on 
the operator. They learned that Hercules Tools were economical users of 
air and in consequence less costly to operate. They saw that Hercules 
simplicity of design and construction made for long life and freedom from 
maintenance expense. Those were the main reasons the larger companies 
adopted Hercules, and those are the reasons smaller concerns by the 
hundreds have also adopted them. 

The Buckeye Portable 
f \ Tool Co. 

DAYTON, OHIO 


No. 13—PENCIL GRINDER 

Speed 18,000 R.P.M. Capacities, 
H4" vitreous wheels, 2" elastic bond 
wheel. Also used with V4" emery 
pencils and rotary files. Weight 3% 
pounds. 


No. 03—3 GRINDER 

Speed 6,000 R.P.M. Capacity 2V£x6x& 
Emery W heel. Weight lb lbs. 


No. 0—3 DUFFER 

, Speed 6,000 R.P.M. Capacity 8x2x 
%" Buffing Wheel. Weight 12 lbs. 


No. 21—CUP WHEEL 
GRINDER 

Speed 9,000 R.P.M. 
Capacity 4x2x%" 
high speed bonded 
Cup Emery* Wheel. 
Weight 8 lbs. 

This tool can also 
be furnished with 
spindle to carry 5" 
felt pads for use 
with abrasive discs. 


No. <KS—8 CUP WHEEL 
GRINDER 

Speed 4,800 R.P.M. Weight 12V4 
lbs. Capacity 5x2x%" Cup Em¬ 
ery Wheel. 


No. lO—3 DRILL 

Speed 2,000 R.P.M. Ca¬ 
pacity ft" Drilling. Weight 
a ‘4 lbs. A very light 
weight ana powerful tool 
lor drilling up to ft" in 
steel. 


No. 300—GRINDER 

The new Series 300 
Grinders, the last 
word in grinders 
with all the features 
which have placed 
HERCULES Tools in 
the front rank. Now, 
even less weight and 
air consumption re¬ 
duced to a point 
never before attain¬ 
ed. Made in 6” and 
8" sizes—for either 
vitrified or high 
speed wheels. 


No. 12—SCREWDRIVER 

Speed 600* R.P.M. Weieht 5% lbs.‘Ca¬ 
pacity. tcrewdrlvlng up to No. 20 in site, 
depending on length of screws and depth 
of lead hole. Setting nuts up to ft? 

Can also be furnished with ft" Jdccbf 
Chuck, extra, so this tool can be used for 
drilling. 


No. 75-3 Speed 4,000 R.P.M. 
Weight 13V4 lbs. Capacity same 
as bo-5. • T 

No. 75-3 Speed 3,200 R.P.M. 
Weight 13V4 lbs. Capacity sarne 
as tto-5. 


No. 15—5 DRILL 

Speed 7,000 R.P.M. Ca¬ 
pacity ft" Drilling in wood 
and thin sheet metal. 
W eight 5 lbs. 


No. 11—5 GRINDER 
Speed 3.000 R.P.M. Capacity 8xlx 
%” vitreous emery wheel. Weight 
14 lbs. 


376-3 (6xlx<*r Vit. Wheel.) 4.000 R.P.M. 
311-3 (8xlx%* Vit. Wheel.) 3.200 R.P.M. 
360-3 (6xlx%" Bak. Wheel.) 5,800 R.P.M. 
364-3 (8xlx%" Bak. Wheel.) 4,300 R.P.M. 

Can also be furnished with Straight 
Handle Safety Throttle, if preferred to 
Spade Handle shown. 


No. 76—3 GRINDER 

Speed 4.000 R.P.M. Capacity 6xlx 
%" vitreous emery wheel. Weight 
14 lbs. 


No. 207—3 DRILL 

Speed 770 R.P.M. Weight 
20% lbs. Capacity US" Drill¬ 
ing, ft" Reaming. 


No- 207—5 DRILL 

Speed 580 R.P.M. Weight 
20 V4 lbs. Same capacity as 
No. 207-3. Can be furnish¬ 
ed with Spade Handle or 
Screw Feed. No. 2 "Morse 
Taper Socket, Dead Handle, 
Safety Throttle. Standard 
Equipment; (No. 3 Morse 
Taper Socket can be fur¬ 
nished if desired.) 

No. 200-3 Speed 1050 R.P.M. 


No. 20—3 GRINDER 

Speed 6,000 .R.P.M. Capacity 4x%x 
W Vitreous Emery Wheel. Weight 
7 lbs. 

NOTE: Any of these Grinders can 
be equipped with straight handle 
safety throttle if desired, instead of 
dpade Handle shown. Unless other¬ 
wise specified, No. 20-3 and No. 
23-3 are furnished with Straight 
Handle Safety Throttle as Standard 
Equipment. 


No. 00-3—This tool is same speed and 
capacity as me no. lb, snown aoove, ^ 

except that it is of heavier construc¬ 
tion. is mienaea tor work requiring a 
stronger tool tnan the No. lb. NVeignt 
7 lbs. 

No. 0-3 DRILL —Capacity Vfc" drilling. 

Speeu lftUU K.r.M. Weight » lbs. Tms 
tooi is equippea witn spade handle, 
wuh insiue nigger. Furnished with 
*4 Jacobs ChucK, or No. 1 Morse Taper 
socket. 

No. 01-5 DRILL— Speed 750 R.P.M. 
Weight 9% lbs. 

No. 01-3 DRILL —Speed 1,200 R.P.M. 

The 01 Drills are equipped with Spade 
Hanale and safety Throttle, and 
euner Jacobs Cnuck, or no. 1, or 
No. 2 Morse Taper Socket. This is an 
excellent tooi tor driving nuts and 


No, 02—3 SANDER 

Speed 6,000 R.P.M. Weight 11 lbs. 
Capacity 9" felt pads for use with 
abrasive discs. 

02-5 Speed 4,800, Weight 11 lb*. 
72-3 Speed 4,000, Weight 13 Ibii. 
72-5 Speed 3,200, Weight 13 lb*. 


206-5 Speed 800 R.P.M. 

These tools are much the 
same as the No. 207 ex¬ 
cepting they are somewhat 
lighter in weight and run 
at high speeds. Capacity 
%" drilling. Speed 206-3 
1050 R.P.M. Furnished with 
same equipment No. 207. 
Can also supply %” Ja¬ 
cobs Chuck if desired. 


ITa 04—5 GRINDER 

Speed 4,300 R.P.M. Capacity 8xlx 
% High Speed Bonded Emery 
Wheel. Weight 13 V* lbs. 


No. 34—3 DRILL 

Speed 425 R.P.M. Capacity 1 %, 
Drilling. Weight 35 lbs. 


No. 00—3 GRINDER 

Speed 5,800 R.P.M. Capacity 6xlx 
%" High Speed Bonded Emery 
Wheel. Weight 12 lbs. 


No. 34-5 DRILL 

Speed 275 R.P.M. Capacity U4" 
Drilling. Weight 35 lbs. 

Equipment. Dead Handle, safety 
throttle. No. 3 Morse Taper Socket. 
Screw Feed. 


No. 23—3 GRINDER 

Speed 8,600 R.P.M. Capacity 4x%x 
Vz" High Speed Bonded Emery 
Wheel. Weight 7 lbs. 
























































































A tool for try out 


*11 prove these claims 
and convince you 


Correct in principle. Rotary instead of reciprocating 
action. No pistons; No toggles; No crankshaft; No re¬ 
ciprocating parts. 


20 to 35% less air required. 

Simple in design. Only 4 moving parts. 

No vibration. Perfect balance of rotating parts. 


Compact. Light in weight. About half the weight of 
other air tools of like capacity. 


6 Easy to operate. Owing to light weight and vibrationless 
features of the HERCULES, the tools can be used continu¬ 
ously without tiring the user. 


7 Rugged Construction. Overstrong; made possible by the 
use of alloy steels, heat-treated Lynite castings, etc. 


Will not overheat because air is used expansively, which 
reduces the temperature. It is impossible for a HER¬ 
CULES to overheat. 


Q Parts are interchangeable to a great extent thereby reduc¬ 
ing parts inventory. 


Automatic fool-proof lubrication. The Alemite system is 
used. Simply force the grease in until it emerges at the 
“safety plug.” The rotor itself revolves in thoroughly 
lubricated over-size ball bearings. You cannot, knowingly 
or carelessly, under grease a HERCULES tool. 


Make the Test Yourself, at Our Expense 


Most of our users got started by having us ship them a tool 
on memorandum for testing purposes. Some of them were 
skeptical at first, but none of them are skeptical now. Are 
you willing to do what they did—get a tool for trial and 
comparison? Are you willing to give the HERCULES a 
chance, now that we are willing to rest our case on per¬ 
formance? 


for the kind you want, and put it to your favorite 
test. Let the men give it a trial in your shop, 
and if the HERCULES tool doesn’t more than substantiate 
our claim, send it back. Which tool shall we send you for 
a try out? 


BRANCH OFFICES 


Birmingham Cleveland Milwaukee Pittsburgh 

Buffalo Detroit New York St. Louis 

Chicago Los Angeles Philadelphia St. Paul 

CANADIAN 

Arthur Jackson Mch. Tool Co., Toronto & Windsor, Ont. 




